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enduraINK PRO Liter Bag with High Capacity Ink 
Adapters Setup Guide

Installing Smart Chip Card
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Note: These are extras. The ink bags will also have a 
plug. It will be a good habit to have if you change the 

plugs when you change a bag. There will be 10 plugs in 
the box with the 4 High-Capacity Ink Adapters. 

In the bag taped to the backside of the ink bag has a smart chip cart. This will need to be slide into the slot. 
As shown in the picture above, it's on the opposite side as the Caution label. If you are have a little bit of 

difficulties with the card, make sure you are pushing the edges and corners while sliding.

NO. NAME NO. NAME
1 Ink Color 4 Smart Chip Card and Plug

2 High-Capacity Ink Pack 
Adapter 5 Adapter's Plugs

3 enduraINK PRO One
Liter Bag
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Installing Ink Bag
Lock Lever

In the top picture shows an orange Lock lever on the 
back side of the adapter. While lowering the Lock lever, 
you will insert in the ink bag. The bottom picture shows 
in the inside of the adapter when the lever is lowered.

The bag will easily drop down in the adapter. Keep 
holding the lever till the bag is in. Once the bag is in 

place, give the adapter a small drop to help the bag into 
place.

If the bag is correctly in place, you will be able to see the 
orange lock lever locking the ink bag into place. This will 

keep the bag safe and secure during use.

After inserting an ink bag into the High-capacity pack adapter, if the Lock lever does not return to its original 
position, push up the lever with your finger. If it still does not return, insert the Ink bag again.

*If Lock lever does not return to its original position and is left that way, it may cause ink leakage.*

Lock Lever in 
Place
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Installing Adapters into Printer

You will take your old cartridges out of the 
printer. Do not just start pulling them out and 
shoving the adapters in. The printer will error 

out.

Start with the Black adapter and pull the old 
cartridge out. The printer should make three 

short beeps and the screen read "[K] No 
Cartridge".

Firmly but gently, place the adapter into the slot. 
Wait for the printer to make three more beeps 

and the screen reads "Ready to Print". 

Repeat the steps till all the new adapters are 
installed. 

The labels attached to the adapters. 
Wait to place the labels till you have 
installed the bags into the adapters 

and in the printer itself. 
They go on the backside of the 

adapters.

Note: The label of the bag will 
face the opposite way of the 

Smart Card.
One way to remember this is that 

the bag label and the Caution 
label goes together.
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Replacing the Plugs
A good habit to follow is every time you change out your ink bag, replace the plug. Each bag will come with a new 

plug. It's in the same bag as the Smart Card.
Yes, the adapters also come with 10 adapter plugs. While it seems like you don't need this many, SAVE THEM. You 

know never know when they are going to come in handy. In the maintenance area, you can tape the bag of plugs in 
the bottom. They are out of the way and always near the inks.

Open the maintenance door and tape the bag down. It's on bottom tray of this area. 
This is the just a simple and secure place for the extra plugs for your adapters.

Extra Adapter Plugs

To replace the plug, remove the adapter 
from the printer and wipe off the 

excess ink. Then take a fine-tip tool, like 
tweezers or a precision screwdriver to 

push the tube connector out.

STEP 1

Lay the adapter sideway gently with the 
caution label up. Use the same fine-tip 
tool to remove the adapter's plug from 

the tube connector.
Try to the bend the tube connector 

as little as possible. The tube may be 
broken.

STEP 2

Push the new plug about half way in the 
tube connector. Then while pressing 

the choke valve lever, push the plug in 
completely. 

Install the tube connector back to the 
tabs of adapter securely.

STEP 3


