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SilverBolt 1620-PA
Optional Caddie Assembly 

4PCS M8 x 20mm Bolt (Working Table)

3PCS M8 x 35mm Bolt (Seat Connector)

3PCS M5 x 12mm Screw (Column Washer)

5PCS M8 x 55mm Bolt (Upper Connector)
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Lower Connector

Upper Connector

Column Washer

Aluminum Column

Seat Connector

Working Table

M5 x 12mm Screw (Column Washer)

M8 x 20mm Bolt (Working Table)

M8 x 35mm Bolt (Seat Connector)

(Lower Connector)
(Upper Connector)M8 x 55mm Bolt

M8 x 65mm Bolt (Aluminum Column)

M8 Flat Washer (Under Spring Washer)

M8 Spring Washer (Above Spring Washer)

Quantity

3PCS M8 x 65mm Bolt (Aluminum Column)

2PCS M8 x 55mm Bolt (Lower Connector)

Seat Connector

Working Table

Column Washer

Upper Connector

Stand Leg w/ Wheel

Lower Connector

Aluminum Column

IMPORTANT BULLETIN ABOUT PRESSURE ADJUSTMENT

CONGRATULATIONS on your NEW SilverBolt 1620-PA!

The thickness of items on the press must be taken into account when setting pressure. Your 
heat press works like a fulcrum. Putting thicker materials in the heat press multiplies the 
closing force. If you place thick items like mouse pads or hoodies in the press, you must 
reduce the pressure setting. If you place thick items in the press without reducing the 
pressure, the applied clamping force will be too high. You may damage the heat press. The 
1620-PA pressure is set to maximum pressure, 30. Leaving at this presure can cause 
damage to the heat press.  

We hope you enjoy your new heat press for years to come. To help you get the most out of 
your new heat press, we’ve inserted this important bulletin. 

The 1620-PA is an electrically activated auto-close and auto-open, swing-arm heat press. To close, you simply 
press the two green buttons on either side of the control panel simultaneously. This closes the press and 
starts the timer. The requirement to press both buttons is a safety feature.  There is also an emergency stop 
button on top. Use the emergency stop to interrupt a cycle and raise the press immediately.

The mouse pad and shirt both may need only medium 
pressure for the transfer, but, since the mouse pad is 
thicker than the shirt, the pressure setting on the heat 
press must be reduced. 

If the emergency button is up, the 
press will work properly. The press 
wil move up and down freely.

If the emergency button is 
down, the press will NOT work. 
The press will not close if the 
button is down.

Scan here for the 
SilverBolt 1620-PA Heat 

Press User Manual

Mouse Pad

Shirt



1) Start with the Upper and Lower Connector and the 5 legs. You 
will want to note where the two raised holes are and then turn 
the Upper connector over and place the legs inside (See FIG 
1). Take the Lower connector and place on top of the legs. You 
may need an extra hand or two to hold the legs to thread the 
bolts through the Lower connector. All the legs must be under 
the Lower connector before putting the bolts in. You will need 
to make sure the bolts, M8 x 55mm, are not too tight. (FIG 2)

2) Once the Lower connector is attached, turn it over. Now take 
(5) M8 x 55mm bolt and tighten the legs to the connectors. 
(FIG 3)

NOTE: The Base must be installed in stages, and the column must be installed correctly. Two people 
maybe needed for construction of the base.
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Column Washer

Working Table

Seat Connector

Hex Tool

Stand Leg w/ Wheel

M8 Flat Washer

M8 x 20mm Bolt

M8 Lock Washer

M5 x 12mm Screw

M8 x 65mm Bolt

M8 x 55mm Bolt
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* Phillips screwdriver is NOT included in your stand parts. You may need a level as well.
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FIG 1

Align one of the notches in the bottom of 
the column over one of the bolts in the 
base plate. Then thread the three bolts 
through the bottom of the base plate into 
the bottom of the column. Do not 
over-tighten.  

FIG 4 FIG 5

It’s a good idea to use a carpenter’s level to check 
the vertical alignment of the column. Place it on the 
top of the column after installation to ensure a level 
platform for the top mounting plate and the heat 
press.   

FIG 2 FIG 3

3) Take the Column Washer and screw on the top of the Upper Connector (See Fig 3).
4) Make sure the column (1) is installed with the two notches on the bottom. The flat surface is the 

top.
5) Align ONE of the notches over one of the bolts in the base plate (2). See Fig 4 below.
6) When inserting the three bolts (9) through the bottom of the base plate and into the bottom of the 

column, do not over-tighten these bolts. If over-tightened, the column may tilt slightly. 
When properly installed, the column will be level. Check with a level on top of the column, or
on top of the top mounting support (5), as seen in Fig 5 below. If the column or top 
mounting support are not level, adjust the screws securing the column to the base.

7) Take the seat connector and the 20mm bolts to screw into the column. The working table will attach to 
the seat connector. Using the holes on the working table, tighten the bolts down.

8) Place 1620-PA press on top of the stand.


